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| Main function
Size to scale
Person 1.70 m The ASI-6093LC automatic vacuum drying oven offers

short heating times, precise control and safe, reliable
operation — ideal for drying heat-sensitive and easily
oxidized materials.

A microcomputer controls the vacuum level and pump
ASI-6093LC through a digital pressure sensor; programmed

vacuum cycles (up to 99) and a 15-segment
temperature program shorten drying time.
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| Key Features

® 15-segment program, 1-9,999 min per segment ® Vacuum set point accuracy +1%

® Ramp control (temperature—time—temperature) ® Toughened double-layer glass viewing door
® Programmed vacuum cycling, up to 99 cycles e Silicone door seal, SS 304 chamber

e Digital vacuum gauge, piezoresistive sensor e Independent temperature control per shelf
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Internal dimensions 450 x 450 x 450 mm

External dimensions 610 x 590 x 1350 mm

Shelves 2 (independent temperature control per shelf)
Chamber material SS 304 stainless steel

Temperature range RT+10 to 200 °C

Resolution 0.1°C

Fluctuation x1°C

Program 15 segments, 1-9,999 min each; ramp control; scheduled start / stop
Vacuum gauge Digital display

Vacuum sensor Piezoresistive silicon pressure sensor

Control range 10-10° Pa

Minimum vacuum (source) 133 Pa

Control accuracy +1%

Vacuum cycling Programmable min / max set points, up to 99 cycles

Voltage AC 220V, 50 Hz

Input power 1350 W

Specifications are subject to change without notice. Rev. history — 01 — first issue; v2 format, data from existing AS| datasheet; 02 — product image: series photo with to-
scale size drawing
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